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Decal Installation 
 
Wet or Dry Installation: 
 
For best results, a wet application is recommended. A small amount of water, sprayed onto the application surface provides ample time to 
orientate the decal into exact placement. In a dry installation, the decal will stick immediately to the surface, and will not allow relocation or 
movement once it’s stuck on.   
 
The masking on the decal is used to keep the decal together during application and is used to keep the entire graphics together. The masking 
serves as the transfer medium once the backing is peeled off and allows the decal to be applied as a single piece. 
 
To install: 
 
Determine the location where you want to install the decal. The surface must be clean and free from any dirt (otherwise it will show through the 
decal). Spray a fine mist of water onto the application surface, and an area that is slightly larger than the decal. 
 
Pull the backing off of the graphic making certain that the entire graphic remains attached to the masking. Pull slowly to make certain the entire 
decal stays on the masking. If the decal remains attacked to the backing, lay the decal down and rub the masking with a credit card or something 
equivalent. Firm pressure is required which should force the masking to stick to the decal a bit better. Note: the masking is semi-sticky just for 
this purpose. 
 
Lay the decal on the application surface, locating it the best you can.  A wet application will provide ample time to orientate the decal to an exact 
spot. Once you are satisfied with the location, use a credit card or equivalent to squeegee the decal onto the surface, applying firm pressure.  
 
Masking Removal: 
 
If applying to a glass or waxed surface, wait a few minutes before attempting to remove the masking, otherwise the decal may not stick 
immediately.  If the decal attempts to pull away from the application surface when removing the masking, do not continue.  Lay the masking 
back and re-squeegee the decal, and continue to wait patiently. Once the small amount of moisture evaporates the decal will stick permanently. 
The adhesive on the vinyl is activated only once installed and improves over a short period of time. 
 
Temperature affects the initial level of adhesion however, and if you are installing this on a very cold day, the graphic will require more wait 
time before you should attempt to pull the masking off.  On the other hand, on a very warm day, less time is needed. 
 
 


